56 PAPER TRADE JOURNAL Technical Association Section (Continued) 


Index, Technical Section, Vol. 89, Paper Trade Journal] 
(July to December, 1929) 


Prepared by Clarence J. West, Chairman, Committee on Abstracts and Bibliography 


The page numbers in the following index refer to the continuous 
paging of the Technical Section and have no relation to the paging 
of the individual numbers of the PAPER TRADE JOURNAL. 

References to the abstracts are preceded by the letter A, those 
to the patents by the letter P. Other entries refer to original 
articles appearing in the Section. Author entries for the original 
articles are given in capitals. No author entries are given for the No. 


abstracted articles or patents. 


To Facilitate Reference 


No. 
No. 


In order to facilitate reference to the individual numbers of the No. 
Paper TRADE JOURNAL, the following table is given, showing the No. 
pages of the Technical Section appearing in each of the 26 No. 
numbers for Volume 89 (July to December, 1929) : No. 


Acid system, Jensen 
Acid tower 
Distributing valve 
Agitation, effect on bleaching 
Agitator fo: causticizing tank 
Albenielsen process 
Albrecht sizing tester 
Alcohol, dehydraticn of 
Alkali, cellulose, decomposition of, 
Alkaline process 
Chemistry of 

Alum, dyeing, influence on, 
‘Ammonium sulphate, sulphite 

liquor, use in 
ANDREWS 6 

tration 
Antimony, sulphite cooking liqucr, action of 
Anti-tarnish testing apparatus 
Art paper 
Asphalt emulsions, 
Asphalt roofing 


Bag machine, electric drive 

Bagasse, papermaking material 

BAKER, C. M. Utilization of pulp and 
paper mill waste 

BAKER, R. R. New speed regulator for 
paper machine drive 

Dall mill, bronze 

Bamboo, Japanese, composition 

Papermaking material 
Barker, 


separation in 


Vertical 
ork done by 
Beater valve, pulp 
Beating, sizing, effect on 
Strength properties, effect on 
Beating engine 
Beating test for pulp 
Bedplate 
Beech wood, digestion with nitric acid 
Belts 
Bibliography, bakelite sizing 
Deterioration of book materials . 
Forest Products Laboratory publica- 
tions 
Wood pulp strength testing 
See also Fatent reviews.. 
BICKING, G. W. See Shaw, M. B. 
Bisulphites, cellulose, action on 
Black liquors, density and temperature 
Evaporation 
Furnace for 
Lignin, recovery 
Regeneration of 
Sulphur reactions 
Utilization 
Bleach consumption, test for 
Bleach liquor, analysis 
Explosion in manufacture of 
Liquid chlorine for 
Bleach: ratio, effect of 
Bleaching 


Multiple stage 
Patent review 
Reaction rate 
Thorne process 


Ultraviolet rays, 
Wood pulp 
Bleaching powder, constitution 
Boards, composite 
Static bending apparatus for 
Stiffness 
Strength 
Waterproof 
Bogalusa Paper Co., research laboratory 
“— plant, Hydrogen ion concentration 


eo boilers, effect of 
Borneol 
BRADFORD, HARRY C. Strength testing 
of wood pul 
BRAY, MARK W. See Schafer, E. R. 
Breaking length, finish, relation of 
Broke, handling of 
Bronze, sulphite cooking liquor, resistance 
to 
Brown Company, experimental paper mill 
Building board, lime sludge in 
Bulk, determination of 
Bulking press 
Bureau of Standards, 
Equipment 
Paper activities 
Research work 
Bursting strength, effect of huniidity 


Cc 


CABLE, DONALD E. Physical standards 
for pulp 
Calcium hypochlorite,decomposition 
Lignin, removal of, y 
See also Bleaching powder. 
Chenier 


CALLIGHAN; OLIN W. 
for filling and coating 
CAMERON, JAMES Z Roll winder de- 
velopment 
Cardboard 
Drying 
Manufacture 


CARPENTER, L. A. See Heritage, C. C. 


CARR, .& _ Influence of size and alum 
on siz 
CARSON. F. T. Critical study of meth- 
ods of measuring the bulk of paper 
Paper standards 
See also Scribner, B. W. 
Casein 
Sizing with 
Solvents for 
Causticizing tanks, agitator for 
Caustcizing unit 
Cellulose, alkali 
Alkali, decomposition by 
Alpha 
Bisulphites, action of 
Colloidal properties 
Copper number, determination of .... 
Determination 
Fiber, structure of 
Flax, composition 
Properties of 
Hydrating 
Metal derivatives 
pounds and 
Mucilage 
Oxidation by light 
Review 
Sodium hydroxide, action of 
Structure 
Viscosity 
Wadding 


1-10 No. 
11-20 No. 15 
21-26 . 16 
27-36 a7, 
37-48 | ee 
49-58 No. 19 
59-72 No. 20 
73-82 lo. 21 
83-92 
93-102 
103-110 
111-122 
123-132 
X-ray s 
CESCONI, 
Chip filler, 
Chipper 
Chlorates, analysis 
Chlorine, analysis 
Liquid, for bleach liquor 
Slime, prevention of, by 


Chlorine number, 
Chlorine process 


Boiler plants 
CL. ARK’ JAMES § - A. Control ratio o 
opaque and translucent papers 
Clay, coating, test for 
Domestic 
Retention 


Colored paper 
Cc olorimeter, 


Pow 


133-156 
157-168 
169-176 
177-18 
187-192 
193-202 


203-212 
213-222 
223-232 
233-242 
243-252 
253-262 
263-274 


f 


CR ANDON, HARRY D. Density of sul- 


phate black liquors 


DAVIS, D. S. See Worm, E. A. 
Deckel, stationary 
Deinking paper 

Solution for 


‘B. Whiteness of paper.. 


DeWOI. F, oHIL IP. Evaporation 
Diaphragm, flat screen 
Digester, Mitscherlich, 
Relief valve 
_ Sulphite, circulating system 
Digestion, progressive 
Dorr agitator 
DRESHFIELD, A. C. See Regnier, A. E. 
Drier, Grewin system 
Heat transfer in 
Rope carrier attachment 
Syphons, location of 
Trough drainer 
Vacuum 
Ventilation, Grewin system 
Walter effect of 
DROSSEL, A. See JONAS, K. G. 
Drying, centrifugal 
Cardboards 
Heat transmission coefficient 
Rosin sizing, effect on 
Warm air 
Dyeing, alum, 
Paper 


Electric drive, bag machine 
nvelope Machine 

Electrical equipment, paper mills 

Electric motors 

Electricity, applications 


Electromotive force 1m alkaline process .... 


, A. See Rothchild; H. A. 


56 PAPER TRADE JOURNAL Technical Association Section (Continued) 


Index, Technical Section, Vol. 89, Paper Trade Journal] 
(July to December, 1929) 


Prepared by Clarence J. West, Chairman, Committee on Abstracts and Bibliography 


The page numbers in the following index refer to the continuous 
paging of the Technical Section and have no relation to the paging 
of the individual numbers of the PAPER TRADE JOURNAL. 

References to the abstracts are preceded by the letter A, those 
to the patents by the letter P. Other entries refer to original 
articles appearing in the Section. Author entries for the original 
articles are given in capitals. No author entries are given for the No. 


abstracted articles or patents. 


To Facilitate Reference 


No. 
No. 


In order to facilitate reference to the individual numbers of the No. 
Paper TRADE JOURNAL, the following table is given, showing the No. 
pages of the Technical Section appearing in each of the 26 No. 
numbers for Volume 89 (July to December, 1929) : No. 


Acid system, Jensen 
Acid tower 
Distributing valve 
Agitation, effect on bleaching 
Agitator fo: causticizing tank 
Albenielsen process 
Albrecht sizing tester 
Alcohol, dehydraticn of 
Alkali, cellulose, decomposition of, 
Alkaline process 
Chemistry of 

Alum, dyeing, influence on, 
‘Ammonium sulphate, sulphite 

liquor, use in 
ANDREWS 6 

tration 
Antimony, sulphite cooking liqucr, action of 
Anti-tarnish testing apparatus 
Art paper 
Asphalt emulsions, 
Asphalt roofing 


Bag machine, electric drive 

Bagasse, papermaking material 

BAKER, C. M. Utilization of pulp and 
paper mill waste 

BAKER, R. R. New speed regulator for 
paper machine drive 

Dall mill, bronze 

Bamboo, Japanese, composition 

Papermaking material 
Barker, 


separation in 


Vertical 
ork done by 
Beater valve, pulp 
Beating, sizing, effect on 
Strength properties, effect on 
Beating engine 
Beating test for pulp 
Bedplate 
Beech wood, digestion with nitric acid 
Belts 
Bibliography, bakelite sizing 
Deterioration of book materials . 
Forest Products Laboratory publica- 
tions 
Wood pulp strength testing 
See also Fatent reviews.. 
BICKING, G. W. See Shaw, M. B. 
Bisulphites, cellulose, action on 
Black liquors, density and temperature 
Evaporation 
Furnace for 
Lignin, recovery 
Regeneration of 
Sulphur reactions 
Utilization 
Bleach consumption, test for 
Bleach liquor, analysis 
Explosion in manufacture of 
Liquid chlorine for 
Bleach: ratio, effect of 
Bleaching 


Multiple stage 
Patent review 
Reaction rate 
Thorne process 


Ultraviolet rays, 
Wood pulp 
Bleaching powder, constitution 
Boards, composite 
Static bending apparatus for 
Stiffness 
Strength 
Waterproof 
Bogalusa Paper Co., research laboratory 
“— plant, Hydrogen ion concentration 


eo boilers, effect of 
Borneol 
BRADFORD, HARRY C. Strength testing 
of wood pul 
BRAY, MARK W. See Schafer, E. R. 
Breaking length, finish, relation of 
Broke, handling of 
Bronze, sulphite cooking liquor, resistance 
to 
Brown Company, experimental paper mill 
Building board, lime sludge in 
Bulk, determination of 
Bulking press 
Bureau of Standards, 
Equipment 
Paper activities 
Research work 
Bursting strength, effect of huniidity 


Cc 


CABLE, DONALD E. Physical standards 
for pulp 
Calcium hypochlorite,decomposition 
Lignin, removal of, y 
See also Bleaching powder. 
Chenier 


CALLIGHAN; OLIN W. 
for filling and coating 
CAMERON, JAMES Z Roll winder de- 
velopment 
Cardboard 
Drying 
Manufacture 


CARPENTER, L. A. See Heritage, C. C. 


CARR, .& _ Influence of size and alum 
on siz 
CARSON. F. T. Critical study of meth- 
ods of measuring the bulk of paper 
Paper standards 
See also Scribner, B. W. 
Casein 
Sizing with 
Solvents for 
Causticizing tanks, agitator for 
Caustcizing unit 
Cellulose, alkali 
Alkali, decomposition by 
Alpha 
Bisulphites, action of 
Colloidal properties 
Copper number, determination of .... 
Determination 
Fiber, structure of 
Flax, composition 
Properties of 
Hydrating 
Metal derivatives 
pounds and 
Mucilage 
Oxidation by light 
Review 
Sodium hydroxide, action of 
Structure 
Viscosity 
Wadding 


1-10 No. 
11-20 No. 15 
21-26 . 16 
27-36 a7, 
37-48 | ee 
49-58 No. 19 
59-72 No. 20 
73-82 lo. 21 
83-92 
93-102 
103-110 
111-122 
123-132 
X-ray s 
CESCONI, 
Chip filler, 
Chipper 
Chlorates, analysis 
Chlorine, analysis 
Liquid, for bleach liquor 
Slime, prevention of, by 


Chlorine number, 
Chlorine process 


Boiler plants 
CL. ARK’ JAMES § - A. Control ratio o 
opaque and translucent papers 
Clay, coating, test for 
Domestic 
Retention 


Colored paper 
Cc olorimeter, 


Pow 


133-156 
157-168 
169-176 
177-18 
187-192 
193-202 


203-212 
213-222 
223-232 
233-242 
243-252 
253-262 
263-274 


f 


CR ANDON, HARRY D. Density of sul- 


phate black liquors 


DAVIS, D. S. See Worm, E. A. 
Deckel, stationary 
Deinking paper 

Solution for 


‘B. Whiteness of paper.. 


DeWOI. F, oHIL IP. Evaporation 
Diaphragm, flat screen 
Digester, Mitscherlich, 
Relief valve 
_ Sulphite, circulating system 
Digestion, progressive 
Dorr agitator 
DRESHFIELD, A. C. See Regnier, A. E. 
Drier, Grewin system 
Heat transfer in 
Rope carrier attachment 
Syphons, location of 
Trough drainer 
Vacuum 
Ventilation, Grewin system 
Walter effect of 
DROSSEL, A. See JONAS, K. G. 
Drying, centrifugal 
Cardboards 
Heat transmission coefficient 
Rosin sizing, effect on 
Warm air 
Dyeing, alum, 
Paper 


Electric drive, bag machine 
nvelope Machine 

Electrical equipment, paper mills 

Electric motors 

Electricity, applications 


Electromotive force 1m alkaline process .... 


, A. See Rothchild; H. A. 


0 
1 
1 
0 
8 
5 
9 
0 
7 
2 
2 
8 
2 
3 
} 
3 
l 
' 
4 
3 
, 
; 


Jani ary 16, 1930 


Envelupe machine, electric drive for .. 
ESCOURROU, R. Testing paper machine 
witts i k - 
rto, dustin : , 
Sees ivptus, papermaking material 
Evaporators 


Expansion, wall board 


FARNSWORTH, F. C. Thermodynamics 
‘of drier shell heat transfer 

Feed water treatment 

Felt washer .+++esseeees 


Fertilizer from sulphite waste liquor A102, P 


Fiber board, manufacture 

Fiber losses , 

Fibers, interweaving of . 
Separation by beating 
Size of 
Structure 

Fidalgo pulp drying system 

Fillers, clays, domestic as 
Coagulation of . 
Dispersion, degree of 
Retention of 
Whiteness of 

Filters, continuous 
Disk, American 
Funnel 


Filter paper 
Manufacture ; 
Flax cellulose, composition 
Properties _ 
Flax straw, composition 
Fiuorescence of paper 
Pulp : 
Sulphite waste liquors 
Flume, wood handling by 
Foaming , 
Folding strength, finish, relation of 
Forest Products Laboratory, publications 
Work at 
Fourdrinier machine 
Erkens 
Invention of , 
France, paper industry in 
Freeness, slimes and solubility : 
Tester, consistency characteristics 
Precision 
Temperature characteristics 
Fuel costs 
Pulverized 
Wood waste 
Furnace for black liquor 


G 


Gas analysis, continuous 

Gaskets 

GEER, W. N. Conductivity and hydrogen 

10on measurements 

Gelatin, sizing with 

GEPHART, O. P. 

Glassine paper 
Manufacture 

Grasses, papermaking material én 

GREEN, ARTHUR B. Beater control .. 
Gum coating machine 

GREEN, J. P. See Proper, B. 

Grewin drier 

GULBRANDSON, J. H. See Textor, C. K. 


Gum coating machine 


HARRISON, AINSWORTH. British in- 
itial pulp strength testing method 

Harrison drier 

HATCH, RAYMOND 5S. 
wood pulp 

Heat transfer in drier 

Hemicellulose 

Hemlock, papermaking material 

Sulphite process 

HERITAGE, C. C. Report of paper board 
committee 

HERITAGE, C. C., SCHAFFER, E. R., 
and CARPENTER, L. A. Strength 
and stiffness of fiher boards 

HEUSER, EMIL. Decomposition of cel- 
lulose by alkali : 

HIRSHFELD, C. F. Factors affecting 
power cost 

Trends in power plant development 

History 

HODGDON, P. E. Vertical type beater 

Hog fuel 

HOLTAN, M. D., and HOLTON. E. Sul- 
phur reactions in sulphate recovery sys- 


lucence of paper ...csseeeesececeeees 


HORNE, GEORGE H. Stack losses in 
sulphite mills 
HOWELL, K. B. 
ture 
Humidity, bursting strength, effect on 
Humidity chart 
Hydration, mechanism 
Hydrogen son concentration 
Measurments 
Hygrometer for wood pulp 
Hypochlorite, analysis 


Impregnated paper 
Ink, newsprint, penetration of, by 
Viscosity 
Insignis pine, papermaking material 
Insulating paper 
Insulation, cork board 
Roof 


Inventions 


J 


JONAS, K. G., and DROSSEL, A. 
termining of copper number 
Jordan engine 


Kaoliang stalks, papermaking material 

Keebra process, pine wood in 

Knotter 

Kraft paper, slitting and rewinding 
Testing 


LASKARIS, LYCURGIS. See Miller, B. 
Lead, sulphite cooking liquor, action of .. 
Lead coatings ‘ 
lighting, vibration and 
Lignin 
Calcium hypochlorite, removal by .... 
Color reactions 
Dry distillation 
Ligninsulphonic acid 
Tanning agent 
Lignocell paper 
Lime. analysis 


Lithographic paper .... 
Loading, mechanism of 


Lubrication 
LUND, MARQUARD H. European de- 
velopments in paper manufactur 


M 


Machine wires, testing 
Wear, test for 

Machinery for sulphite process 

Marx. funnel filter 

Mercerization, theory 

Metals, beaching. effect « 

MILLER, BENTAMIN F.. and : 
KARIS, L. Filtration of paper mill 
white water 

Mills 

Monel metal, uses of 

MOORE, W. F._ Bibliography of wood 
pulp strength testing 

Motors, electric, maintenance 

Mucilage, pulp 
NV ood 


Mulch, paper 


Newsprint 
Ink penetration of 
Machine, high-speed 

Nitric acid, wood, digestion with 


oO 


O'CONNELL, JAMES E. Estimating 
pulp strength 

Offset paper 

Opacity, determination of 

Opacity meter 

Oxycellulose, reagent for 


Technical Association Section (Continued) PAPER TRADE JOURNAL 


Packings 


Paper, bulk, determination 
Coating _ 
Corrugating machine 


Crinkling apparatus 
Decorate 

Deinking 
Deterioration 
Durability 


Fluorescence 
Hydrogen ion value 
Insulating 
Mechanical pulp, determination of 
Metal coated 
Mulch 
Multiple ply 
Odor of 
Opacity, determination of 
Ornamental 
Press room and 
Printing 
Sheathing 
Sizing, patent review 
Standards for 
Starch in 
Strength properties and finish 
Translucence, determination of 
Water-marked 
Waterproofed 
Asphalt, patent review 
Whitenes of 
Wrapping, mirror effect 
Writing 
Yellowing 
Paper board, Committee for 
Report on 
Paper machine 
Drive 
Electric drive 
High speed 
Millspaugh 
Papermaking materials 
Bagasse 
Bamboo 
Eucalyptus 
Grasses 
Hardwoods 
Hemlock 
Insignia pine 
Kaoliang stalks 
Pine needles 
Roofing felts, use of 
Straw 
Tawa 


Paper threading device 
Parchment paper 
Imitation 
Manufacture 
Softening 
Pasteboard, machine for 
Patent review, asphalt emrlsion 
Asphalt in papermaking 
Bakelite sizing 
Bleaching 
Mulch paper 
Paper sizing 
Paper stock feed regulators 
Safety paper 
Sulphite waste liquors 
jax sizing 
Patents, United States 
PATTILLO, DONALD K. 
duction 
Pergamvn 
. S. Roof construction ‘ 
Phenols, metal derivatives for pulp produc- 
tion 
Photometer, Tves tint 
onig- Martens 
Pine needles, papermaking materials 
Pine wood, extraction. of 
_Sulphite process, use in 


See Rothchild, H. 
Power costs, factors affecting 
Power plant 
Development trends 
Press rolls 
Multiple 
Press room, paper in 
Pressure, bulk measurements, effect on 
Pressure bulker 
Prestokoll, sizing with 
PROPER, B. S., and GREEN, J. B. 
Manufacture of filter paper 
Pulp. beaten, storage 
Reater value 
Reating test 
Bleached, swelling capacitv 


Bleaching P79, A109, 187, P261 


PAPER TRADE JOURNAL 


Bleaching ‘quality, test of 

Chemical analysis 

Chlorine consumption, determination of 

Copper number 89, Alll, 

Dewatering 

Drying, Fidaigo system 

Evaluation 

Flax straw, composition 

Fluorescence 

Foaming 

Freeness testing 

Mechanical, determination 
photomicrographs 

Mucilage 

Physical standards 

Purchase value 

Purifying 7 

Refining engine 

Silver number 

Slimes, freeness and solubility 

Strength testing methods 
Bibliography 

Thickener 

Viscosity 


P192, 


P192, P176, 
P176, 
Conductivity measurements in 
Water requirements for 
Wood gum, determination ot 
Pulpwood 
Hardwoods 
History. recording 
Sawmill waste as 
Supply 
Yield per acre per year 
Pumps 


Quicklime, chemical, lime content 


Rags, washing 
Rayon, alkali soluble coistituents 
Recording instruments 
Reeds, digesuon with nitric acid 
Refiner, mathematical analysis 
Refining engine, conical type 
Refactories 
REGNIER, A. E., and DRESHFIELD, 
A. C. Casein 
Research, paper ‘ndustry, need in 
Riffiers 
Rinman process 
RIVISE, CHARLES W. Mulch paper 
What is patentable in papermaking .. 
Rod mill, applications 
Bronze 
Roll winder 
Root construction 
Roofiing, asphalt 
Roofing feit, cost of manufacture 
Experimental study 
Manufacture 
Saturated 
Tests on 
Unimpregnated, testing 
Roofs, corkboard insulation for 
Rosin, liquid 
Valuation 
Rosin sizing 
Drying, effect of 
ROSSMAN, JOSEPH. 
in paper making 
Bakelite sizing by the beater method 
Paper sizing—patent review 
Paper stock feed regulator 
Wax sizing compositions 
ROTHCHILD, H. A., ELY, 
POPPE, F. Beater method of evaluat- 
pulp 
Rubber rolls, care 
Rihimann tensile strength tester 


Ss 


Safety papers—patent review 
Sanitary analyses 
Saveal! 
Marx funnel filter 
Sawmill waste as pulpwood 
SCHAFER, EARL R., 
MARK W. Pulping flax straw. VI. 
See also Heritage, C. C. 
SCHORGER, A. W._ Ferests for cel- 


Centrifugal, mathematical analysis .... 
Flat, diaphragm-cperating mechanims 
Flat, spring hinge for fees 
Silver 
SCRIBNER, B. W. Paper activities of 
Bureau of Standards 


P220 
A156 
P2602 
P262 


4 
28 


and CARSON, F., 
boards 
Sectional drive, speed regulator 
SHAW MERLE Bb. Equipment 
resarch work of the Bureau of Stand- 


Fiber wall 


Shear-cut slitting 
Sheet mold 
SHIBLEY, KENNETH. Water supplies 
for pulp and paper mills 
Shrinkage 
Silver number of pulps 
Sizing, bakelite, by beater method 
Beating, effect of, on 
Casein 
Degree of, and finish 
Determination of 
Dyeing, influence of 
Gelatin 
Resin 
Soap, metallic 


Slime, chlorination process 
Prevention by chlorination 
Slime removal 
Slitters 
Kraft paper 
Slush pump, pine lines for 
Soap, metallic, sizing with 
Soda process, preheating in 
See also Alkaline process. 
Soda pulp, carbohydrate constituents 
Specifications, wall boards 
Speed reducer 
Spruce wvod cellulose 
Chagacterization 
Hydrolysis, effect of temperature 
Sulphite process for 
Stack losses in sulphate mills 
STAEGE, S. A. Multiple motor winder 
drive 
Starch, determination 
Paper, use in 
Static bending, boards, testing of, by 
Steam accumulator, Ruths 
Steam boilers 
Steam engine, Sulzer : 
Steam plants, high pressure in 
Steam pressure, practice 
Steam turbines 
Extraction 
Terry 
Stock, beaten, storage 
Calculation of 
Consistency regulator 
Foaming 
Inlet 
Losses, survey 
Regulating mechanism 
Stock feed regulator, Kolitsch automatic 
Patent review 
Straw, flax, con:position 
Nitric acid, digestion with 
Papermaking material 
Pulp 
Washing 
Strength properties, beating, effect 
Strereth tests of wall boards 
STRIETER, O. G. See Shaw, 
Suction box 
Suction roll 
Millspaugh 
Sulphate mills, stack losses 
Sulphate process 
Sulphur, reactions 
Sulphite cooking liquor 
Ammonium sulphate in 
Low sulphite content 
Metals, action on 
Mixed 
Spruce wood, solution 
Sulphite process, continuous 
yases, waste, recovery 
Hemlock in 
Machinery for 
Pine wood in 
Preheating operation 
Research problems 
Review 
Spruce wood 
Sulphur dioxide heat relations 
Temperature, effect of 
Thorn: process 
Sulphite pulp, alkali soluble constituents 
Bleaching A155, A109, A110, 
Manufacture 
Sulphite spirit, dehydration 
Sulphite turpentine 
Sulphite waste liquor, analysis 
Evaluation 
Fertilizer from 
Fluorescence 
Patent review 
River water, effect on 
Sulphur dioxide. recovery 
Tanning product from 
Utilization 


Technical Association Section 


(Continued) 


acid, analysis 


Tallol 
Tanning 
liquor 


/, a ot hemlcck, effect on .. 
Tensile strength, self recording apparatus 
Terpine 


Thickness 
Threading device 


Viscosity, cellulose 
Groundwood 


Wagner, C. L. Modern recovery 


Strength tests 
Tests methods 


. g P. Causes and 
prevention of deterioration of book ma- 
terials 


Waste utilization 
Water, filtration 


_ composition for 
Wax, sizing with 


Welding, oxyacetylene 
WEST, CLARENCE J. Forest Product 
Laboratories contributions on pulp and 
paper 
United States Patents 
White water, filtration 


Treatment 
Utilization 
WIERK, FREDERICK. 
loss determination 
Winder drive 
Wire cloth, water flow through 
Wood, acetylation 
Chemical analysis 
Chlorine, action 
Compression 
Decomposition 
Flume for handling 
Fluorescence 
Methylation 
Nitric acid, digestion with 
Steam, pretreatment with 
Wood chipper 
Wood fiber, microstructure 
Wood flour 
Wood gum, pulp, determination in 
Wood mucilage 
Wood waste, fuel value 
WORM, E. A., and DAVIS, D. S. 
cision freeness tester 


White water 


Yankee machine 


Zinc, sulphite cooking liquor, action of 


